
地址：浙江省桐乡经济开发区，邮编：314500      Add: Tongxiang Economic Development Zone, Zhejiang 314500, China

( 国内销售 Domestic Sales)   电 话Tel:+86-573-881810164  传 真Fax:+86-573-88136248

( 国际销售 International Sales) 电 话Tel:+86-573-881363184  传 真Fax:+86-573-88181058

( 客       服 Customer Service)  电 话Tel:+86-573-88136325   传 真Fax:+86-573-88136248

http://www.jushi.com     E-mail: info@jushi.com
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0lLÃ�» ÅR$'Ú8Â�»7"Ro%�L»%v�œ7+hÔ�¾Compofil®-PP is a kind of thermoplastic prepreg made from continuous fiberglass coated with 

PP resin. It is specially designed to manufacture high performance PP composites directly with 

no need for extra resin.

354 is a kind of Compofil product for fabric. It is suitable for various composite processes 

including compression molding, vacuum molding.

The application fields include aerospace, automotive, construction, sports and energy industry. U%iJ¬ ý��Product Reference��

$wZ7!S1á PackagingProduct Features �±��Stable thermoplastic prepreg with excellent self-impregnation.

�± Environment-friendly production process and recyclabilit.

�± High productivity and short processing cycle.

�± High glass content. �&3CëB+����K¥-�GöB_)Ã1™iö>ê7��lS\`�>ê?• ŠSá
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8¬:"1™Ro%46â Mechanical Properties^ ��,Ê Storage1™Ro��������������������������������������������������������$Ç ¿��������������������������������������������������������9y#8Property                             Unit                             Standard   /                                /                             PP

  %                       GB/T 2577                     60

MPa                     ISO 527-5                     620

GPa       �������������������������������,�6�2������������                      33

MPa                      ISO 178                       390

GPa                      ISO 178                        25

kj/m2                     ISO 179                       370* ��c9Fš3ÊHJ$wZ73ˆ-•P*M#$wZ7��The product can be packed on pallet or in small cardboard boxes.Resin

Glass Content

Tensile Strength

Tensile Modulus

Flexural Strength

Flexural ModulusNothched Impact9ƒRt
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P¬%U#$#m0¬0�E"8{ �&3��Product Availability����Compofil-PP-60-R-1870N-354����Compofil-PP-60-R-1870B-354�� Compofil-PP-60-R-800N-354����"è,õ[69®%a-�#¨     Other products available upon requestE!)õ?›0��j�����‹�lE!)õ?ñ0��j�������x
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Environmental Temperature:23�‹,Hunmidity:50%.

Compression molding.


